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SECTION 1 Identification of the substance / mixture and of the company / undertaking

1.1. Product Identifier

Product name GLYCOOL +

Synonyms

C3-H8-O2; 1,2-propandiol; 1,2-propanediol; methylethylene glycol; monopropylene glycol; propane-1,2-diol; propan-1,2-diol; alpha-
propylene glycol; 1,2-propylene glycol; Sirlene Solar winter ban; trimethyl glycol; methyl glycol; Dowfrost PG-12 1,2-dihydroxypropane; USP
humectant 1520; David Craig Propylene Glycol; Orica Propylene Glycol Industrial Grade; Gamacool P; propylene glycol industrial; propylene
glycol

Chemical formula C3H8O2

Other means of identification Not Available

CAS number 57-55-6

EC number 200-338-0

UK REACH Registration
Number

01-2119456809-23-XXXX

1.2. Relevant identified uses of the substance or mixture and uses advised against

Relevant identified uses
A large volume industrial chemical. Manufacture of polypropylene glycols and polyester resins, cellophane. Component of brake fluids,
antifreeze solution, aircraft deicing fluid. As Food additive 1520, used as a humectant to prevent foods drying out and as solvent for fats,
flavouring extracts, perfumes, colours, antioxidants.

Uses advised against No specific uses advised against are identified.

1.3. Details of the manufacturer or importer of the safety data sheet

Manufacturer/Supplier A-Gas (UK) Ltd

Address Banyard Road, Portbury West Bristol BS20 7XH United Kingdom

Telephone +44 (0) 1275 376600

Fax [+44] (0) 1275 376601

Website

Email info.uk@agas.com

1.4. Emergency telephone number

Association / Organisation A-Gas (UK) Ltd CHEMWATCH EMERGENCY RESPONSE (24/7)

Emergency telephone
number(s)

+44 (0) 1275 376600 +44 20 3901 3542 (ID#: 10708)

Other emergency telephone
number(s)

Not Available +44 808 164 9592

SECTION 2 Hazards identification

2.1. Classification of the substance or mixture

Classified according to GB-CLP
Regulation, UK SI 2019/720

and UK SI 2020/1567 [1]
H315 - Skin Corrosion/Irritation Category 2, H319 - Serious Eye Damage/Eye Irritation Category 2

Legend: 1. Classified by Chemwatch; 2. Classification drawn from GB-CLP Regulation, UK SI 2019/720 and UK SI 2020/1567

www.agas.com
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2.2. Label elements

Hazard pictogram(s)

Signal word Warning

Hazard statement(s)

H315 Causes skin irritation.

H319 Causes serious eye irritation.

Supplementary statement(s)

Not Applicable

Precautionary statement(s) General

P101 If medical advice is needed, have product container or label at hand.

P102 Keep out of reach of children.

P103 Read carefully and follow all instructions.

Precautionary statement(s) Prevention

P280 Wear protective gloves/protective clothing/eye protection/face protection.

P264 Wash all exposed external body areas thoroughly after handling.

Precautionary statement(s) Response

P305+P351+P338 IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing.

P337+P313 If eye irritation persists: Get medical advice/attention.

P302+P352 IF ON SKIN: Wash with plenty of soap and water.

P332+P313 If skin irritation occurs: Get medical advice/attention.

P362+P364 Take off contaminated clothing and wash it before reuse.

Precautionary statement(s) Storage

Not Applicable

Precautionary statement(s) Disposal

Not Applicable

Material does not contain any CLP Article 18 substances.

2.3. Other hazards

REACH - Art.57-59: The mixture does not contain Substances of Very High Concern (SVHC) at the SDS print date.

This substance/mixture does not meet the criteria for classification as Persistent, Bioaccumulative, and Toxic (PBT) in accordance with Annex XIII, Commission Delegated
Regulation (EU) 2017/2100, and Commission Regulation (EU) 2018/605.

This substance/mixture does not meet the criteria for classification as very Persistent and very Bioaccumulative (vPvB) in accordance with Annex XIII, Commission Delegated
Regulation (EU) 2017/2100, and Commission Regulation (EU) 2018/605.

This substance/mixture does not meet the criteria for classification as Persistent, Mobile and Toxic (PMT) in accordance with Commission Delegated Regulation (EU) 2023/707.

This substance/mixture does not meet the criteria for classification as very Persistent and very Mobile (vPvM) in accordance with Commission Delegated Regulation (EU)
2023/707.

The substance/mixture does not contain components considered to have endocrine disrupting properties in accordance with the criteria set out in Commission Delegated
Regulation (EU) 2017/2100 or Commission Regulation (EU) 2018/605, nor is it included in the list established under REACH Article 59(1), at concentrations equal to or greater
than 0.1% (w/w).

No further product hazard information.
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SECTION 3 Composition / information on ingredients

3.1.Substances

1. CAS No
2.EC No
3.Index No
4.REACH No

%[weight] Name
Classified according to GB-CLP Regulation,
UK SI 2019/720 and UK SI 2020/1567

SCL / M-Factor
Nanoform Particle
Characteristics

1. 57-55-6
2.200-338-0
3.Not Available
4.Not Available

>98

Skin Corrosion/Irritation Category 2, Serious
Eye Damage/Eye Irritation Category 2; H315,

H319 [1]

SCL: Not Available

Acute M factor: Not
Applicable

Chronic M factor: Not
Applicable

Not Available

Legend: 1. Classified by Chemwatch; 2. Classification drawn from GB-CLP Regulation, UK SI 2019/720 and UK SI 2020/1567; 3. Classification drawn from C&L; * EU IOELVs
available; [e] Substance identified as having endocrine disrupting properties

3.2.Mixtures

See 'Information on ingredients' in section 3.1

 

SECTION 4 First aid measures

4.1. Description of first aid measures

Eye Contact

If this product comes in contact with the eyes:

Skin Contact

If skin contact occurs:

Inhalation

Ingestion

4.2 Most important symptoms and effects, both acute and delayed

See Section 11

4.3. Indication of any immediate medical attention and special treatment needed

Propylene glycol is primarily a CNS depressant in large doses and may cause hypoglycaemia, lactic acidosis and seizures.

Ellenhorn and Barceloux: Medical Toxicology

SECTION 5 Firefighting measures

5.1. Extinguishing media

Wash out immediately with fresh running water.
Ensure complete irrigation of the eye by keeping eyelids apart and away from eye and moving the eyelids by occasionally lifting the
upper and lower lids.
Seek medical attention without delay; if pain persists or recurs seek medical attention.
Removal of contact lenses after an eye injury should only be undertaken by skilled personnel.

Immediately remove all contaminated clothing, including footwear.
Flush skin and hair with running water (and soap if available).
Seek medical attention in event of irritation.

If fumes or combustion products are inhaled remove from contaminated area.
Lay patient down. Keep warm and rested.
Prostheses such as false teeth, which may block airway, should be removed, where possible, prior to initiating first aid procedures.
Apply artificial respiration if not breathing, preferably with a demand valve resuscitator, bag-valve mask device, or pocket mask as
trained. Perform CPR if necessary.
Transport to hospital, or doctor.

If swallowed do NOT induce vomiting.
If vomiting occurs, lean patient forward or place on left side (head-down position, if possible) to maintain open airway and prevent
aspiration.
Observe the patient carefully.
Never give liquid to a person showing signs of being sleepy or with reduced awareness; i.e. becoming unconscious.
Give water to rinse out mouth, then provide liquid slowly and as much as casualty can comfortably drink.
Seek medical advice.

The usual measures are supportive care and decontamination (Ipecac/ lavage/ activated charcoal/ cathartics), within 2 hours of exposure should suffice.
Check the anion gap, arterial pH, renal function and glucose levels.

Alcohol stable foam.
Dry chemical powder.
BCF (where regulations permit).
Carbon dioxide.

propylene glycol
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5.2. Special hazards arising from the substance or mixture

Fire Incompatibility

5.3. Advice for firefighters

Fire Fighting

Fire/Explosion Hazard Combustion products include:

May emit poisonous fumes.
May emit corrosive fumes.

SECTION 6 Accidental release measures

6.1. Personal precautions, protective equipment and emergency procedures

See section 8

6.2. Environmental precautions

See section 12

6.3. Methods and material for containment and cleaning up

Minor Spills

Major Spills Chemical Class: alcohols and glycols
For release onto land: recommended sorbents listed in order of priority.

SORBENT
TYPE

RANK APPLICATION COLLECTION LIMITATIONS

LAND SPILL - SMALL

cross-linked polymer - particulate 1 shovel shovel R, W, SS

cross-linked polymer - pillow 1 throw pitchfork R, DGC, RT

sorbent clay - particulate 2 shovel shovel R,I, P

wood fiber - pillow 3 throw pitchfork R, P, DGC, RT

treated wood fiber - pillow 3 throw pitchfork DGC, RT

foamed glass - pillow 4 throw pichfork R, P, DGC, RT

LAND SPILL - MEDIUM

cross-linked polymer - particulate 1 blower skiploader R,W, SS

polypropylene - particulate 2 blower skiploader W, SS, DGC

sorbent clay - particulate 2 blower skiploader R, I, W, P, DGC

polypropylene - mat 3 throw skiploader DGC, RT

expanded mineral - particulate 3 blower skiploader R, I, W, P, DGC

polyurethane - mat 4 throw skiploader DGC, RT

Legend
DGC: Not effective where ground cover is dense
R; Not reusable
I: Not incinerable
P: Effectiveness reduced when rainy
RT:Not effective where terrain is rugged
SS: Not for use within environmentally sensitive sites
W: Effectiveness reduced when windy
Reference: Sorbents for Liquid Hazardous Substance Cleanup and Control;
R.W Melvold et al: Pollution Technology Review No. 150: Noyes Data Corporation 1988
Moderate hazard.

Avoid contamination with oxidising agents i.e. nitrates, oxidising acids, chlorine bleaches, pool chlorine etc. as ignition may result

Alert Fire Brigade and tell them location and nature of hazard.
Wear full body protective clothing with breathing apparatus.
Prevent, by any means available, spillage from entering drains or water course.
Use water delivered as a fine spray to control fire and cool adjacent area.

Combustible.
Slight fire hazard when exposed to heat or flame.
Heating may cause expansion or decomposition leading to violent rupture of containers.
On combustion, may emit toxic fumes of carbon monoxide (CO).

carbon dioxide (CO2)
other pyrolysis products typical of burning organic material.

Remove all ignition sources.
Clean up all spills immediately.
Avoid breathing vapours and contact with skin and eyes.
Control personal contact with the substance, by using protective equipment.

Clear area of personnel and move upwind.
Alert Fire Brigade and tell them location and nature of hazard.
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6.4. Reference to other sections

Personal Protective Equipment advice is contained in Section 8 of the SDS.

SECTION 7 Handling and storage

7.1. Precautions for safe handling

Safe handling

Fire and explosion protection See section 5

Other information

Consider storage under inert gas.

7.2. Conditions for safe storage, including any incompatibilities

Suitable container

Storage incompatibility

Alcohols

Hazard categories in
accordance with Regulation

(EC) No 2012/18/EU (Seveso
III)

Not Available

Qualifying quantity (tonnes) of
dangerous substances as

referred to in Article 3(10) for
the application of

Not Available

+ x + o + + o

X — Must not be stored together
0 — May be stored together with specific preventions
+ — May be stored together

Note: Depending on other risk factors, compatibility assessment based on the table above may not be relevant to storage situations, particularly where large volumes of dangerous
goods are stored and handled. Reference should be made to the Safety Data Sheets for each substance or article and risks assessed accordingly.

7.3. Specific end use(s)

See section 1.2

SECTION 8 Exposure controls / personal protection

8.1. Control parameters

Ingredient
DNELs
Exposure Pattern Worker

PNECs
Compartment

propylene glycol Inhalation 168 mg/m³ (Systemic, Chronic)
Inhalation 10 mg/m³ (Local, Chronic)
Inhalation 50 mg/m³ (Systemic, Chronic) *
Inhalation 10 mg/m³ (Local, Chronic) *

260 mg/L (Water (Fresh))
183 mg/L (Water - Intermittent release)
26 mg/L (Water (Marine))
572 mg/kg sediment dw (Sediment (Fresh Water))
57.2 mg/kg sediment dw (Sediment (Marine))

Wear breathing apparatus plus protective gloves.

DO NOT allow clothing wet with material to stay in contact with skin
Avoid skin contact, including inhalation.
Wear protective clothing when risk of exposure occurs.
Use in a well-ventilated area.
Prevent concentration in hollows and sumps.

Material is hygroscopic, i.e. absorbs moisture from the air. Keep containers well sealed in storage.
Store in original containers.
Keep containers securely sealed.
No smoking, naked lights or ignition sources.
Store in a cool, dry, well-ventilated area.

Metal can or drum
Packaging as recommended by manufacturer.
Check all containers are clearly labelled and free from leaks.

are incompatible with strong acids, acid chlorides, acid anhydrides, oxidising and reducing agents.
reacts, possibly violently, with alkaline metals and alkaline earth metals to produce hydrogen
react with strong acids, strong caustics, aliphatic amines, isocyanates, acetaldehyde, benzoyl peroxide, chromic acid, chromium oxide,
dialkylzincs, dichlorine oxide, ethylene oxide, hypochlorous acid, isopropyl chlorocarbonate, lithium tetrahydroaluminate, nitrogen
dioxide, pentafluoroguanidine, phosphorus halides, phosphorus pentasulfide, tangerine oil, triethylaluminium, triisobutylaluminium
should not be heated above 49 deg. C. when in contact with aluminium equipment
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Ingredient
DNELs
Exposure Pattern Worker

PNECs
Compartment

50 mg/kg soil dw (Soil)
20000 mg/L (STP)

* Values for General Population

Occupational Exposure Limits (OEL)

INGREDIENT DATA

Source Ingredient Material name TWA STEL Peak Notes

UK Workplace Exposure Limits
(WELs).

propylene glycol Propane-1,2-diol: particulates 10 mg/m3 Not Available Not Available Not Available

UK Workplace Exposure Limits
(WELs).

propylene glycol
Propane-1,2-diol: total vapour
and particulates

150 ppm / 474
mg/m3

Not Available Not Available Not Available

MATERIAL DATA

for propylene glycol:
Saturated vapour concentration @ 20 deg C.= 65.8 ppm, 204.6 mg/m3; i.e higher concentrations can only occur as aerosols or at higher temperatures.
Odour Threshold: Practically odourless.
A small number of individuals show skin irritation or sensitisation from repeated or prolonged exposure to propylene glycol. A workplace environmental exposure limit (WEEL)
has been established by AIHA and is thought to be protective against systemic effects.

8.2. Exposure controls

8.2.1. Appropriate engineering
controls

Engineering controls are used to remove a hazard or place a barrier between the worker and the hazard. Well-designed engineering controls
can be highly effective in protecting workers and will typically be independent of worker interactions to provide this high level of protection.
The basic types of engineering controls are:
Process controls which involve changing the way a job activity or process is done to reduce the risk.
Enclosure and/or isolation of emission source which keeps a selected hazard "physically" away from the worker and ventilation that
strategically "adds" and "removes" air in the work environment.

8.2.2. Individual protection
measures, such as personal

protective equipment

    

Eye and face protection

Skin protection See Hand protection below

Hands/feet protection

NOTE:

The selection of suitable gloves does not only depend on the material, but also on further marks of quality which vary from manufacturer to
manufacturer. Where the chemical is a preparation of several substances, the resistance of the glove material can not be calculated in
advance and has therefore to be checked prior to the application.
The exact break through time for substances has to be obtained from the manufacturer of the protective gloves and has to be observed
when making a final choice.
Personal hygiene is a key element of effective hand care.

Body protection See Other protection below

Other protection

Recommended material(s)

GLOVE SELECTION INDEX

Glove selection is based on a modified presentation of the:
"Forsberg Clothing Performance Index".
The effect(s) of the following substance(s) are taken into account in the computer-
generated selection:
GLYCOOL +

Material CPI

Respiratory protection

Type A-P Filter of sufficient capacity. (AS/NZS 1716 & 1715, EN 143:2000 & 149:2001,
ANSI Z88 or national equivalent)

Safety glasses with side shields.
Chemical goggles.[AS/NZS 1337.1, EN166 or national equivalent]
Contact lenses may pose a special hazard; soft contact lenses may absorb and concentrate irritants. A written policy document,
describing the wearing of lenses or restrictions on use, should be created for each workplace or task. This should include a review of lens
absorption and adsorption for the class of chemicals in use and an account of injury experience.

Wear chemical protective gloves, e.g. PVC.
Wear safety footwear or safety gumboots, e.g. Rubber

The material may produce skin sensitisation in predisposed individuals. Care must be taken, when removing gloves and other protective
equipment, to avoid all possible skin contact.
Contaminated leather items, such as shoes, belts and watch-bands should be removed and destroyed.

Overalls.
P.V.C apron.
Barrier cream.
Skin cleansing cream.

Cartridge respirators should never be used for emergency ingress or in areas of
unknown vapour concentrations or oxygen content.
The wearer must be warned to leave the contaminated area immediately on
detecting any odours through the respirator. The odour may indicate that the
mask is not functioning properly, that the vapour concentration is too high, or that
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PE/EVAL/PE A

* CPI - Chemwatch Performance Index
A: Best Selection
B: Satisfactory; may degrade after 4 hours continuous immersion
C: Poor to Dangerous Choice for other than short term immersion
NOTE: As a series of factors will influence the actual performance of the glove, a final
selection must be based on detailed observation. -
* Where the glove is to be used on a short term, casual or infrequent basis, factors
such as "feel" or convenience (e.g. disposability), may dictate a choice of gloves which
might otherwise be unsuitable following long-term or frequent use. A qualified
practitioner should be consulted.

Ansell Glove Selection

Glove — In order of recommendation

AlphaTec® Solvex® 37-675

MICROFLEX® 93-260

AlphaTec 02-100

AlphaTec® 15-554

AlphaTec® Solvex® 37-185

AlphaTec® 38-612

AlphaTec® 53-001

AlphaTec® 58-005

AlphaTec® 58-008

AlphaTec® 58-530B

The suggested gloves for use should be confirmed with the glove supplier.

76a-p()

8.2.3. Environmental exposure controls

See section 12

SECTION 9 Physical and chemical properties

9.1. Information on basic physical and chemical properties

Appearance

Colourless, moderately viscous, combustible liquid; mixes with water. Practically odourless with a slightly acrid taste.Soluble in acetone,
chloroform, ether and many organic solvents. Will dissolve essential oils, but not hydrocarbon oils. Available as Technical, BP and Food
grades. Propylene glycol contains an asymmetrical carbon atom, so it exists in two stereoisomers. The commercial product is a racemic
mixture. Pure optical isomers can be obtained by hydration of optically pure propylene oxide.
Material is hygroscopic, absorbs moisture from surrounding air.

Physical state Liquid Relative density (Water = 1) 1.04 @ 20 C

Odour Not Available
Partition coefficient n-octanol

/ water
Not Available

Odour threshold Not Available Auto-ignition temperature (°C) 421

pH (as supplied) Not Applicable
Decomposition

temperature (°C)
Not Available

Melting point / freezing point
(°C)

-59 Viscosity (mm2/s) Not Available

Initial boiling point and boiling
range (°C)

187.4 Molecular weight (g/mol) 76.11

Flash point (°C) 103 Taste Not Available

Evaporation rate Not Available Explosive properties Not Available

Flammability Not Applicable Oxidising properties Not Available

Upper Explosive Limit (%) 12.6
Surface Tension (dyn/cm or

mN/m)
Not Available

Lower Explosive Limit (%) 2.6 Volatile Component (%vol) 100

Vapour pressure (kPa) 0.01 @ 20 C Gas group Not Available

Solubility in water Miscible pH as a solution (1%) Not Applicable

Vapour density (Air = 1) 2.6 VOC g/L Not Available

Heat of Combustion (kJ/g) Not Available Ignition Distance (cm) Not Available

the mask is not properly fitted. Because of these limitations, only restricted use of
cartridge respirators is considered appropriate.
Cartridge performance is affected by humidity. Cartridges should be changed after
2 hr of continuous use unless it is determined that the humidity is less than 75%,
in which case, cartridges can be used for 4 hr. Used cartridges should be discarded
daily, regardless of the length of time used
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Flame Height (cm) Not Available Flame Duration (s) Not Available

Enclosed Space Ignition Time
Equivalent (s/m3)

Not Available
Enclosed Space Ignition

Deflagration Density (g/m3)
Not Available

Nanoform Solubility Not Available
Nanoform Particle

Characteristics
Not Available

Particle Size Not Available

9.2. Other information

Not Available

SECTION 10 Stability and reactivity

10.1.Reactivity See section 7.2

10.2. Chemical stability

10.3. Possibility of hazardous
reactions

See section 7.2

10.4. Conditions to avoid See section 7.2

10.5. Incompatible materials See section 7.2

10.6. Hazardous
decomposition products

See section 5.3

SECTION 11 Toxicological information

11.1. Information on toxicological effects

a) Acute Toxicity Based on available data, the classification criteria are not met.

b) Skin Irritation/Corrosion There is sufficient evidence to classify this material as skin corrosive or irritating.

c) Serious Eye
Damage/Irritation

There is sufficient evidence to classify this material as eye damaging or irritating

d) Respiratory or Skin
sensitisation

Based on available data, the classification criteria are not met.

e) Mutagenicity Based on available data, the classification criteria are not met.

f) Carcinogenicity Based on available data, the classification criteria are not met.

g) Reproductivity Based on available data, the classification criteria are not met.

h) STOT - Single Exposure Based on available data, the classification criteria are not met.

i) STOT - Repeated Exposure Based on available data, the classification criteria are not met.

j) Aspiration Hazard Based on available data, the classification criteria are not met.

Inhaled

The material is not classified as causing respiratory irritation under Regulation (EC) No 1272/2008 (CLP), as amended. Nevertheless,
inhalation of vapours, fumes or aerosols, particularly following prolonged exposure, may cause respiratory discomfort and, occasionally,
respiratory distress.
Inhalation of vapours may cause drowsiness and dizziness. This may be accompanied by narcosis, reduced alertness, loss of reflexes, lack of
coordination and vertigo.
Inhalation of vapours or aerosols (mists, fumes), generated by the material during the course of normal handling, may be damaging to the
health of the individual.
Exposure to aliphatic alcohols with more than 3 carbons may produce central nervous system effects such as headache, dizziness,
drowsiness, muscle weakness, delirium, CNS depression, coma, seizure, and neurobehavioural changes. Symptoms are more acute with
higher alcohols. Respiratory tract involvement may produce irritation of the mucosa, respiratory insufficiency, respiratory depression
secondary to CNS depression, pulmonary oedema, chemical pneumonitis and bronchitis. Cardiovascular involvement may result in
arrhythmias and hypotension.
Inhalation hazard is increased at higher temperatures.

Ingestion Accidental ingestion of the material may be damaging to the health of the individual.
If swallowed, the toxic effects of glycols (dihydric alcohols) are similar to those of alcohol, with depression of the central nervous system,
nausea, vomiting, and degenerative changes in the liver and kidney.
Ingestion of propylene glycol produced reversible central nervous system depression in humans following ingestion of 60 ml. Symptoms
included increased heart-rate (tachycardia), excessive sweating (diaphoresis) and grand mal seizures in a 15 month child who ingested large
doses (7.5 ml/day for 8 days) as an ingredient of vitamin preparation.
Excessive repeated ingestions may cause hypoglycaemia (low levels of glucose in the blood stream) among susceptible individuals; this may
result in muscular weakness, incoordination and mental confusion.
Very high doses given during feeding studies to rats and dogs produce central nervous system depression (although one-third of that
produced by ethanol), haemolysis and insignificant kidney changes.

Unstable in the presence of incompatible materials.
Product is considered stable.
Hazardous polymerisation will not occur.
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Overexposure to non-ring alcohols causes nervous system symptoms. These include headache, muscle weakness and inco-ordination,
giddiness, confusion, delirium and coma.

Skin Contact

Repeated contact may cause slight flaking, tenderness and softening. Absorption through intact skin is minimal.
The material produces moderate skin irritation; evidence exists, or practical experience predicts, that the material either

Skin irritation may also be present after prolonged or repeated exposure; this may result in a form of contact dermatitis (nonallergic). The
dermatitis is often characterised by skin redness (erythema) and swelling (oedema) which may progress to blistering (vesiculation), scaling
and thickening of the epidermis. At the microscopic level there may be intercellular oedema of the spongy layer of the skin (spongiosis) and
intracellular oedema of the epidermis.
Skin contact is not expected to result in harmful health effects and the material is not classified as hazardous by the dermal route under
Regulation (EC) No 1272/2008 (CLP), as amended. However, the material may cause harm following entry through wounds, lesions or
abrasions.
Repeated exposure may cause skin cracking, flaking or drying following normal handling and use.
A single prolonged exposure is not likely to result in the material being absorbed in harmful amounts. However the material may be
absorbed in potentially harmful amounts when applied in large quantities to severe burns (second or third degree) over large areas of the
body as part of a cream, other topical application or by prolonged contact with clothing accidentally wetted by the material. Absorption
under such circumstances can elevated serum osmolality and may result in osmotic shock.
Most liquid alcohols appear to act as primary skin irritants in humans. Significant percutaneous absorption occurs in rabbits but not
apparently in man.
Open cuts, abraded or irritated skin should not be exposed to this material
Entry into the blood-stream through, for example, cuts, abrasions, puncture wounds or lesions, may produce systemic injury with harmful
effects. Examine the skin prior to the use of the material and ensure that any external damage is suitably protected.

Eye

Irritation of the eyes may produce a heavy secretion of tears (lachrymation).
Limited evidence or practical experience suggests, that the material may cause eye irritation in a substantial number of individuals. Repeated
or prolonged eye contact may cause inflammation characterised by temporary redness (similar to windburn) of the conjunctiva
(conjunctivitis); temporary impairment of vision and/or other transient eye damage/ulceration may occur.

Chronic

There exists limited evidence that shows that skin contact with the material is capable either of inducing a sensitisation reaction in a
significant number of individuals, and/or of producing positive response in experimental animals.
Propylene glycol is though, by some, to be a sensitising principal following the regular use of topical creams by eczema patients. A study of
866 persons using a formulation containing propylene glycol in a patch test indicated that propylene glycol caused primary irritation in 16%
of exposed individuals probably caused by dehydration. Undiluted propylene glycol was tested on 1556 persons in a 24 hour patch test.
12.5% showed reactions which were largely toxic (70%) or allergic in nature (30%).

GLYCOOL +

TOXICITY IRRITATION

Dermal (rabbit) LD50: 11890 mg/kg[2] Eye (Rodent - rabbit): 100mg - Mild

Inhalation (Rat) LC50: >44.9 mg/l4h[1] Eye (Rodent - rabbit): 500mg/24H - Mild

Oral (Rat) LD50: 20000 mg/kg[2] Eye: no adverse effect observed (not irritating)[1]

Skin (Human - child): 30%/96H - Moderate

Skin (Human - man): 10%/2D

Skin (Human - woman): 30%/96H - Mild

Skin (Human): 104mg/3D - Moderate

Skin (Human): 20%

Skin (Human): 500mg/7D - Mild

Skin: no adverse effect observed (not irritating)[1]

Legend: 1. Value obtained from Europe ECHA Registered Substances - Acute toxicity 2. Value obtained from manufacturer's SDS.  Unless otherwise
specified data extracted from RTECS - Register of Toxic Effect of chemical Substances

PROPYLENE GLYCOL

The acute oral toxicity of propylene glycol is very low, and large quantities are required to cause perceptible health damage in humans.
Serious toxicity generally occurs only at plasma concentrations over 1 g/L, which requires extremely high intake over a relatively short period
of time. It would be nearly impossible to reach toxic levels by consuming foods or supplements, which contain at most 1 g/kg of PG. Cases of
propylene glycol poisoning are usually related to either inappropriate intravenous administration or accidental ingestion of large quantities
by children.The potential for long-term oral toxicity is also low.
The material may cause skin irritation after prolonged or repeated exposure and may produce on contact skin redness, swelling, the
production of vesicles, scaling and thickening of the skin.

Acute Toxicity Carcinogenicity

Skin Irritation/Corrosion Reproductivity

Serious Eye Damage/Irritation STOT - Single Exposure

Respiratory or Skin
sensitisation

STOT - Repeated Exposure

Mutagenicity Aspiration Hazard

produces moderate inflammation of the skin in a substantial number of individuals following direct contact, and/or
produces significant, but moderate, inflammation when applied to the healthy intact skin of animals (for up to four hours), such
inflammation being present twenty-four hours or more after the end of the exposure period.
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Legend:  – Data either not available or does not fill the criteria for classification
 – Data available to make classification

11.2 Information on other hazards

11.2.1. Endocrine disrupting properties

No evidence of endocrine disrupting properties were found in the current literature.

11.2.2. Other information

See Section 11.1

SECTION 12 Ecological information

12.1. Toxicity

GLYCOOL +

Endpoint Test Duration (hr) Species Value Source

EC50 72h Algae or other aquatic plants 19300mg/l 2

EC50 48h Crustacea >114.4mg/L 4

EC50 96h Algae or other aquatic plants 19000mg/l 2

NOEC(ECx) 336h Algae or other aquatic plants <5300mg/l 1

LC50 96h Fish 710mg/L 4

Legend: Extracted from 1. IUCLID Toxicity Data 2. Europe ECHA Registered Substances - Ecotoxicological Information - Aquatic Toxicity  3. US EPA,
Ecotox database - Aquatic Toxicity Data 4. ECETOC Aquatic Hazard Assessment Data 5. NITE (Japan) - Bioconcentration Data 6. METI (Japan) -
Bioconcentration Data 7. Vendor Data 8. User defined data

Propylene glycol is known to exert high levels of biochemical oxygen demand (BOD) during degradation in surface waters. This process can adversely affect aquatic life by
consuming oxygen needed by aquatic organisms for survival. Large quantities of dissolved oxygen (DO) in the water column are consumed when microbial populations
decompose propylene glycol.
Sufficient dissolved oxygen levels in surface waters are critical for the survival of fish, macro-invertebrates, and other aquatic organisms.
DO NOT discharge into sewer or waterways.

12.2. Persistence and degradability

Ingredient Persistence: Water/Soil Persistence: Air

propylene glycol LOW LOW

12.3. Bioaccumulative potential

Ingredient Bioaccumulation

propylene glycol LOW (BCF = 1)

12.4. Mobility in soil

Ingredient Mobility

propylene glycol HIGH (Log KOC = 1)

12.5. Results of PBT and vPvB assessment

P B T
PBT criteria
fulfilled?

vP vB
vPvB criteria
fulfilled?

GLYCOOL + No No

12.6. Endocrine disrupting properties

No evidence of endocrine disrupting properties were found in the current literature.

12.7. Other adverse effects

No evidence of ozone depleting properties were found in the current literature.

SECTION 13 Disposal considerations

13.1. Waste treatment methods
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14.1
.

UN number or ID
number

14.2
.

UN proper shipping
name

14.3
.

Transport hazard
class(es)

14.4. Packing group

14.5. Environmental hazard

14.6
.

Special precautions for
user

14.1. UN number

14.2
.

UN proper shipping
name

14.3
.

Transport hazard
class(es)

14.4. Packing group

14.5. Environmental hazard

14.6
.

Special precautions for
user

Product / Packaging disposal

Legislation addressing waste disposal requirements may differ by country, state and/ or territory. Each user must refer to laws operating in
their area. In some areas, certain wastes must be tracked.
A Hierarchy of Controls seems to be common - the user should investigate:

This material may be recycled if unused, or if it has not been contaminated so as to make it unsuitable for its intended use.

Waste treatment options Not Available

Sewage disposal options Not Available

SECTION 14 Transport information

Labels Required

Marine Pollutant NO

HAZCHEM Not Applicable

Land transport (ADR): NOT REGULATED FOR TRANSPORT OF DANGEROUS GOODS

Not Applicable

Not Applicable

Class Not Applicable

Subsidiary Hazard Not Applicable

Not Applicable

Not Applicable

Hazard identification (Kemler) Not Applicable

Classification code Not Applicable

Hazard Label Not Applicable

Special provisions Not Applicable

Limited quantity Not Applicable

Transport Category Not Applicable

Tunnel Restriction Code Not Applicable

Air transport (ICAO-IATA / DGR): NOT REGULATED FOR TRANSPORT OF DANGEROUS GOODS

Not Applicable

Not Applicable

ICAO/IATA Class Not Applicable

ICAO / IATA Subsidiary Hazard Not Applicable

ERG Code Not Applicable

Not Applicable

Not Applicable

Special provisions Not Applicable

Cargo Only Packing Instructions Not Applicable

Cargo Only Maximum Qty / Pack Not Applicable

Passenger and Cargo Packing Instructions Not Applicable

Reduction
Reuse
Recycling
Disposal (if all else fails)

DO NOT allow wash water from cleaning or process equipment to enter drains.
It may be necessary to collect all wash water for treatment before disposal.
In all cases disposal to sewer may be subject to local laws and regulations and these should be considered first.
Where in doubt contact the responsible authority.
Recycle wherever possible or consult manufacturer for recycling options.
Consult State Land Waste Authority for disposal.
Bury or incinerate residue at an approved site.
Recycle containers if possible, or dispose of in an authorised landfill.
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14.1. UN number

14.2
.

UN proper shipping
name

14.3
.

Transport hazard
class(es)

14.4. Packing group

14.5 Environmental hazard

14.6
.

Special precautions for
user

14.1. UN number

14.2
.

UN proper shipping
name

14.3
.

Transport hazard
class(es)

14.4. Packing group

14.5. Environmental hazard

14.6
.

Special precautions for
user

Passenger and Cargo Maximum Qty / Pack Not Applicable

Passenger and Cargo Limited Quantity Packing Instructions Not Applicable

Passenger and Cargo Limited Maximum Qty / Pack Not Applicable

Sea transport (IMDG-Code / GGVSee): NOT REGULATED FOR TRANSPORT OF DANGEROUS GOODS

Not Applicable

Not Applicable

IMDG Class Not Applicable

IMDG Subsidiary Hazard Not Applicable

Not Applicable

Not Applicable

EMS Number Not Applicable

Special provisions Not Applicable

Limited Quantities Not Applicable

Inland waterways transport (ADN): NOT REGULATED FOR TRANSPORT OF DANGEROUS GOODS

Not Applicable

Not Applicable

Not Applicable Not Applicable

Not Applicable

Not Applicable

Classification code Not Applicable

Special provisions Not Applicable

Limited quantity Not Applicable

Equipment required Not Applicable

Fire cones number Not Applicable

14.7. Maritime transport in bulk according to IMO instruments

14.7.1. Transport in bulk according to Annex II of MARPOL and the IBC code

Product name Pollution Category Ship Type

Oxygenated aliphatic
hydrocarbon mixture

Z 3

14.7.2. Transport in bulk in accordance with MARPOL Annex V and the IMSBC Code

Product name Group

propylene glycol Not Applicable

14.7.3. Transport in bulk in accordance with the IGC Code

Product name Ship Type

propylene glycol Not Applicable

SECTION 15 Regulatory information

15.1. Safety, health and environmental regulations / legislation specific for the substance or mixture

propylene glycol is found on the following regulatory lists

UK Workplace Exposure Limits (WELs).
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Additional Regulatory Information

Not Applicable

This safety data sheet is in compliance with the following EU legislation and its adaptations - as far as applicable - : Directives 98/24/EC, - 92/85/EEC, - 94/33/EC, - 2008/98/EC, -
2010/75/EU; Commission Regulation (EU) 2020/878; Regulation (EC) No 1272/2008 as updated through ATPs.

Information according to 2012/18/EU (Seveso III):

Seveso Category Not Available

15.2. Chemical safety assessment

For further information please look at the Chemical Safety Assessment and Exposure Scenarios prepared by your Supply Chain if available.

National Inventory Status

National Inventory Status

Australia - AIIC / Australia Non-
Industrial Use

Yes

Canada -  DSL Yes

Canada - NDSL No (propylene glycol)

China - IECSC Yes

Colombia - Colombia National
Industrial Chemicals Inventory

No (propylene glycol)

Europe - EINEC / ELINCS / NLP Yes

Japan - ENCS Yes

Korea - KECI Yes

New Zealand - NZIoC Yes

Philippines - PICCS Yes

USA - TSCA All chemical substances in this product have been designated as TSCA Inventory ‘Active'

Taiwan - TCSI Yes

Mexico - INSQ Yes

Vietnam - NCI Yes

Russia - FBEPH Yes

UAE - Control List
(Banned/Restricted Substances)

No (propylene glycol)

Legend:
Yes = All CAS declared ingredients are on the inventory
No = One or more of the CAS listed ingredients are not on the inventory. These ingredients may be exempt or will require registration.

SECTION 16 Other information

Revision Date 23/12/2022

Initial Date 17/10/2002

Full text Risk and Hazard codes

SDS Version Summary

Version Date of Update Sections Updated

4.1 31/03/2018
Toxicological information - Acute Health (skin), First Aid measures - Advice to Doctor, Hazards identification -
Classification, Handling and storage - Storage (storage incompatibility), Handling and storage - Storage (storage
requirement), Identification of the substance / mixture and of the company / undertaking - Synonyms

5.1 23/12/2022 Classification review due to GHS Revision change.

Other information

Classification of the preparation and its individual components has drawn on official and authoritative sources as well as independent review by the Chemwatch Classification
committee using available literature references.

The SDS is a Hazard Communication tool and should be used to assist in the Risk Assessment. Many factors determine whether the reported Hazards are Risks in the workplace
or other settings. Risks may be determined by reference to Exposures Scenarios. Scale of use, frequency of use and current or available engineering controls must be considered.

For detailed advice on Personal Protective Equipment, refer to the following EU CEN Standards:
EN 166 Personal eye-protection
EN 340 Protective clothing
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EN 374 Protective gloves against chemicals and micro-organisms
EN 13832 Footwear protecting against chemicals
EN 133 Respiratory protective devices

Definitions and abbreviations

 

This document is copyright.
Apart from any fair dealing for the purposes of private study, research, review or criticism, as permitted under the Copyright Act, no part may be reproduced by any process
without written permission from CHEMWATCH.
TEL (+61 3) 9572 4700.

Disclaimer: This SDS was prepared by a third party for product identification purposes only and is not endorsed by or affiliated with the original brand owner.

PC－TWA: Permissible Concentration-Time Weighted Average
PC－STEL: Permissible Concentration-Short Term Exposure Limit
IARC: International Agency for Research on Cancer
ACGIH: American Conference of Governmental Industrial Hygienists
STEL: Short Term Exposure Limit
TEEL: Temporary Emergency Exposure Limit。
IDLH: Immediately Dangerous to Life or Health Concentrations
ES: Exposure Standard
OSF: Odour Safety Factor
NOAEL: No Observed Adverse Effect Level
LOAEL: Lowest Observed Adverse Effect Level
TLV: Threshold Limit Value
LOD: Limit Of Detection
OTV: Odour Threshold Value
BCF: BioConcentration Factors
BEI: Biological Exposure Index
DNEL: Derived No-Effect Level
PNEC: Predicted no-effect concentration
MARPOL: International Convention for the Prevention of Pollution from Ships
IMSBC: International Maritime Solid Bulk Cargoes Code
IGC: International Gas Carrier Code
IBC: International Bulk Chemical Code

AIIC: Australian Inventory of Industrial Chemicals
DSL: Domestic Substances List
NDSL: Non-Domestic Substances List
IECSC: Inventory of Existing Chemical Substance in China
EINECS: European INventory of Existing Commercial chemical Substances
ELINCS: European List of Notified Chemical Substances
NLP: No-Longer Polymers
ENCS: Existing and New Chemical Substances Inventory
KECI: Korea Existing Chemicals Inventory
NZIoC: New Zealand Inventory of Chemicals
PICCS: Philippine Inventory of Chemicals and Chemical Substances
TSCA: Toxic Substances Control Act
TCSI: Taiwan Chemical Substance Inventory
INSQ: Inventario Nacional de Sustancias Químicas
NCI: National Chemical Inventory
FBEPH: Russian Register of Potentially Hazardous Chemical and Biological Substances

Chemwatch: 10708
Version No: 5.1

Page 14 of 14

GLYCOOL +

Initial Date: 17/10/2002
Revision Date: 23/12/2022

Print Date: 18/10/2026

end of SDS


